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Our range of 600mm wall mounted data cabinets have been designed with ease ...

Available in the following depths: 300mm (only available in 4u &  6u), 450mm, 550mm &  600mm ideal for

small network installations where floor space doesn''t allow for a floor standing server cabinet.

The WR series of Wall Racks is available in depths of 390 mm, 500 mm and 600 mm and is suitable for

multiple applications including local area networking (LAN) cabling and hardware, and the housing of ...

Made from Zinc Coated Steel which is fully welded at assembly With a considerable load capacity The load

capacity ofthis cabinet does depend on the wall and mountings used Comes with standard 19&quot; ...

AZE''s 16U Outdoor Server Cabinet Enclosures are designed to protect your sensitive network equipment

from harsh environments,with waterproof and dustproof features to safeguard it from the ...

All-Rack wall mount data racks and cabinets are designed to be your perfect solution for all your rack

mountable equipment. CABINET DIMENSIONS Width: 600mm External... This item is a recurring or ...

The 18U 600mm Wide x 600mm Deep PI Data enclosure/cabinet has been designed to ensure maximum

rigidity and weight loading without compromising the versatility of the solution.

The WR series of Wall Racks is available in depths of 390 mm, 500 mm and 600 mm and is suitable for

multiple applications including local area networking (LAN) cabling and hardware, ...

Available in the following depths: 300mm (only available in 4u &  6u), 450mm, 550mm &  600mm ideal for

small network installations where floor space doesn''t allow for a floor standing server ...

The IP55 cabinets are built to the same standard as our IP66 Certified cabinets, but with the addition of

Cowled IP55 rated inlet filter and thermostatically controlled extraction fans.
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